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CT424 Setup Worksheet 
 

Prompt Description Selection 

 Choose the sensor types attached 
to each input channel. 

Channel 1:           

 (Type K)   (Type E) 
 

Channel 2:           

 (Type K)   (Type E) 
 

Channel 3:           

 (Type K)   (Type E) 

 Set the amount of offset in degrees 
each input channel should apply. 

Channel 1: ___ (-100 to 100) 
 
Channel 2: ___ (-100 to 100) 
 
Channel 3: ___ (-100 to 100) 

 Choose the temperature scale for 
the CT424. 

C   F 

 Choose how the CT424 displays 
channels. 

          

 Configure the 4-20mA loop output 
on the CT424. 

Power:    

Channel:              
Zero: ___ (-50C/-58F to 250C/482F) 
Span:___ (varies based on Zero value) 

 Set the number of minutes the 
CT424 will remain silent when the 
SILENCE button is pressed. 

_______ (0 = disable, and 1 to 120 minutes) 

 Configure the first trip for Channel 
1 

:     

:     

:    

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 
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Prompt Description Selection 


 
 

Configure the second trip for 
Channel 1 

:     

:     

:    

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 


 
 

Configure the third trip for Channel 
1 

:     

:     

:    

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 

 Configure the first trip for Channel 
2 

:     

:     

:    

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 
 


 
 

Configure the second trip for 
Channel 2 

:     

:     

:    

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 
 


 
 

Configure the third trip for Channel 
2 

:     

:     

:    
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Prompt Description Selection 

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 
 

 Configure the first trip for Channel 
3 

:     

:     

:    

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 
 


 
 

Configure the second trip for 
Channel 3 

:     

:     

:    

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 


 
 

Configure the third trip for Channel 
3 

:     

:     

:    

:     

:     

:     

:___ (Setpoint) 

  

  

:___ (Hysteresis) 

 Configure the serial 
communication parameters. 

Node ID:___ 

Bitrate:                

       

 Configure the Fan Exerciser. : ___ (0 = disable, and 1 to 60 days) 

: ___ (1 to 120 minutes) 

 Set the Manual Fan timeout. ___ (0 = disable, and 1 to 120 minutes) 
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Prompt Description Selection 

 Configure the reverse acting relays. :    

:     

:     

 Set the brightness of the LED 
display. 

High   Medium   Low 
(Adjusted blindly with UP and DOWN buttons) 

 Sets the access passwords for the 
CT424 configuration menus. 

: ____ (0001 to 9999, 0000 is disable) 

: ____ (0001 to 9999, 0000 is disable) 
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Minco (Main Office) 

7300 Commerce Lane 

Minneapolis, MN 

55432 

USA 

Tel: 1.763.571.3121 

Fax: 1.763.571.0927 

 
Customer Service/ 
Order Desk: 

Tel: 1.763.571.3123 

Fax: 1.763.571.0942 

custserv@minco.com 

www.minco.com 

 
Minco S.A. 
Usine et Service 
Commercial, Z.I. 
09310 Aston, France 

Tel: (33) 5 61 03 24 01 

Fax: (33) 5 61 03 24 09 

 
Minco EC 
Hirzenstrasse 2 
CH-9244 Niederuzwil 
Switzerland 
Tel: (41) 71 952 79 89 

Fax: (41) 71 952 79 90 
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